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PATENTS

« Iraqi technology for manufacturing chemically acid-
resistant dyes extracted from soil contaminated with

crude oil waste near oil refineries

* A new method for stabilizing the hydroxyapatite phase

before and after he

* Manufacturing insulation panels from damaged and

loose basalt rock wool

RESEARCH INTERESTS

* Nanotechnology in the context of artificial intelligence

* Materials equipment

Abbas Fadhel Essa Jassim Al mamori

Gogeaadl gl (qute Juold ules

Professor

ACADEMIC TITLES

Professor

TEACHING EXPERIENTCE

Professor

Wasit University

COURSES

*Solid state physics
*Solid state physics
*Solid state physics

* Materials Physics

PUBLICATIONS (41)

Studying the effect of irradiation time in preparing zinc oxide nanoparticles prepared by

microwave method

Preparation and study of the structural, physical and mechanical properties of hydroxyapatite

nanocomposite

Optical and Structural properties of Prepared Polyaniline - Graphene ( PANI/GN) Nano - composite

Fires Accidents and its Implication on Mechanical and Structural Properties of Different

Construction Materials
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Fire resistance of selected construction materials

Preparation and characterization of hydroxyapatite powder and study of hydroxyapatite - alumina

Composite

D.C Electrical Conductivity of Polyaniline/ Graphene Nanocomposites Produced by in situ

Polymerization

Studying the crystal structure, Topography, and Anti-bacterial of a Novel Titania (TiO2NPs)
Prepared by a Sol - gel Manner
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Studying the Crystal Structure, Topography, and Anti-bacterial of a Novel Titania (TiO<inf>2</inf>
NPs) Prepared by a Sol-gel Manner

Effect of composition ratio and sintering process on mechanical properties and stresses in

ha:Alinf>2</inf>0<inf>3</inf>:SiO<inf>2</inf>ceramic systems

Structural properties of HA:AI203:Si02 glass ceramics systems for bio applications

Effect of composition ratio and sintering process on mechanical properties and stresses in

HA:AI203:5i02 ceramic systems

Study and evaluation mechanical properties of IPN "sTDl and polyols with unsaturated polyester

resins

Study the crystal Structure , Surface Morphology and Antimicrobial Activity of Titanium Dioxide

Nano powders prepared via a Sol - Gel

Preparation and study the physical properties of Pbl2 by using thermal evaporation to use in

nuclear detector

The Investigation of Thermal Conductivity for Graphene Nanocomposite
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Gas sensitivity characterization of Cadmium oxide (CdO) Thin film deposited by spray pyrolysis

technique for NO2 sensor

preparation light samples of bauxite zirconia composite using rice husk and enhancement the

properties by Cu20 addition

(Physical and mechanical properties of polymer blends ( Asphalt - Epoxy - Polystyrene

Synthesis of Nano TiO2 Thin films by Sol-gel Dip-Coating Method
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Characterization Structural and morphological properties of ZnO:In thin films prepared by

ultrasonic spray method

Mechanical and physical properties of natural fiber cement board for building partitions

Effect of decomposition temperature on crystallite size and strain of CaO

Preparation and study Impact and Hardness Strength for Gravel Nano Particles

Tensile characterization of polymer composite reinforced with gravel particles (GP)

Effect of Water on Some Mechanical Properties for Gravel Particles/Polyester Composites

Measurement Changes in Activation Energy, Hall Effect and Seebeck Effect of Lead Telluride Thin

Films Prepared by Thermal Evaporation Technique with Different Annealing&nbsp;...
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The Adhesion of HDPE and LDPE to copper and the use peel test to study the strength of adhesion
bonding
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Effect of the topography of copper and aluminum on the peel force of polymer

The influence of humidity on the peel strength of PE and PP to both copper and aluminum

adhesion
The Recovery cycle of peeled PE and PP Aluminum system

Peel Strength and Topography of Polymer - Metal Adhesion Systems
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